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17TH AVE N

10'

MATCH EX. CURB

PROPOSED
BUILDING

±9,945 SF

MATCH EX. FLOWLINE

MATCH EX. CURB & GUTTER

MATCH EX. CURB & GUTTER

SAWCUT, MATCH EX.
PAVEMENT (TYP.)

DUMPSTER
ENCLOSURE
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ADA SYMBOL

ADA SIGN

ADA AISLE, 4" WHITE
STRIPE, 45° SPACED 2' O.C.

R10'

R10'R10'

MATCH EX. SIDEWALK

6' CHAIN LINKED FENCE

28'

R10'

MEET EX. FENCE
MEET EX. FENCE

LIFT STATION WITH FENCE

2 ADA STALLS @
12' & 2 STRIPPED
STALLS @ 5' = 34'

6" HEADER CURB

6" HEADER CURB (TYP.)
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52' R3' (TYP.)
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22'

33 LF 4" PVC SDR 26 @ 1.00%PR. 1.5" WATER SERVICE

1.5" WATER
SERVICE
CONNECTION

4" SANITARY SERVICE
CONNECTION
INV = 42.50 (N - 4")

PR. SANITARY LIFT STATION 212 LF 2" SAN FORCE MAIN

PR. WATER METER IN VALVE BOX

PRESSURE CONNECTION TO EX. WATERMAIN

REMOVE AND REPLACE EX. PAVEMENT AS
REQUIRED TO INSTALL PROP. FORCEMAIN

CONNECT TO EX. 2"
FORCEMAIN STUB

ROUTE EX. ROOF DRAIN
DOWNSPOUTS ONTO
PROPOSED PAVEMENT

R
ID

G
E

R
ID

G
E

RIDGE

46.83

46.65
46.60

46.58
46.6046.78

46.55

46.31

46.16

46.10
46.0746.31

46.18 45.96 47.02

47.50
47.50

47.50

47.29

46.12

46.46
45.78

46.34

46.36

47.00

47.00
46.55

46.32

46.29
46.30 46.36

46.59

46.77

46.95

46.75

46.78

46.85 46.94

47.5647.60

47.50

47.42

47.50
47.50
47.1347.21

47.34

46.99

46.93

47.15

48.63 48.80

47.87

47.51

48.55ME

48.46ME
48.35ME 48.21ME

47.68ME

47.06ME

47.00ME

47.18ME

47.38ME

FF=47.50

4647

47

48

47
STORMWATER

POND
TOB: 44.0
HWL: 39.0

POND BOTTOM: 35.0
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PRELIMINARY
THIS DRAWING HAS NOT

BEEN APPROVED BY
GOVERNING AGENCIES

AND IS SUBJECT TO
CHANGE

VICINITY MAP
SCALE:  1" = 2000'
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LEGEND

EX. WATER MAIN

EX. SANITARY SEWER

EX. OVERHEAD ELECTRIC

EX. ELECTRIC LINE

EX. UNDERGROUND
TELEPHONE LINE

EX. STORM PIPE

EX. SANITARY MANHOLE

EX. WATER VALVE

EX. FIRE HYDRANT

EX. WATER MANHOLE

EX. STORM MANHOLE

EX. BOLLARD

EX. POWER POLE

EX. LIGHT POLE

EX. MAJOR CONTOUR

EX. MINOR CONTOUR
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EXISTING CONDITIONS NOTES:
1. TOPOGRAPHIC SURVEY COMPLETED BY MRIC

SPATIAL ON WITH LAST FIELD DATA ACQUIRED
ON NOVEMBER 15, 2023.

2. THE UNDERGROUND UTILITY INFORMATION
SHOWN HAS BEEN DERIVED FROM MULTIPLE
SOURCES INCLUDING, BUT NOT LIMITED TO,
TOPOGRAPHIC SURVEY AND THE LOCAL
MUNICIPALITY/DISTRICT. THE ACCURACY AND
COMPLETENESS OF THIS INFORMATION
CANNOT BE GUARANTEED AND THE
CONTRACTOR SHALL CONFIRM
UNDERGROUND UTILITY LOCATIONS PRIOR TO
CONSTRUCTION.

DEMOLITION NOTES:
1. PRIOR TO CONSTRUCTION, THE CONTRACTOR

SHALL CONTACT  AND COORDINATE WITH THE
RESPECTIVE UTILITY COMPANIES FOR ANY
REMOVAL AND/OR RELOCATION OF UTILITIES
SHOWN ON THESE PLANS.

2. SHOULD THE DEMOLITION/CONSTRUCTION
ACTIVITIES DAMAGE ANY SITE FEATURES NOT
INDICATED FOR REMOVAL, THE CONTRACTOR
SHALL REPLACE AND/OR RESTORE THE
DAMAGED FEATURES TO THEIR ORIGINAL
CONDITION AT NO ADDITIONAL COST.

3. ALL EROSION AND SEDIMENT CONTROL BMPs
SHALL BE INSTALLED PRIOR TO ANY
DEMOLITION ACTIVITIES.

4. REMOVE ALL SURFACE IMPROVEMENTS
WITHIN DEMOLITION LIMITS UNLESS
OTHERWISE NOTED.

PR. WATER MAIN

PR. WATER SERVICE LINE

PR. WATER METER

PR. FIRE HYDRANT

PR. SANITARY SEWER

PR. SANITARY SEWER SERVICE

PR. SANITARY SEWER MANHOLE

PR. STORM PIPE

PR. STORM INLET

PR. STORM MANHOLE

PR. ROOF DRAIN

PR. FLARED END SECTION

PR. WATER METER

W
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PROPOSED HEAVY
DUTY ASPHALT

PROPOSED CONCRETE
PAVEMENT


